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Upright Reach-Ins
Top Mounted Condensing Unit - ES Series 
Reference Model: ESR2

Everest’s Upright Top Mounted Reach-In series offers an outstanding combination of refrigerator, freezer and 
dual temperature options as well as full or half door and drawer variations for multiple applications. The line 
is geared for sustainability and energy efficiency with features designed to reduce compressor run time and 
the reliance on electricity.

1: Digital Control
Multi-function with easy to read LED 
display.

5: Heavy Duty Swivel Casters
Standard 5” with locks on front set. 
Optional 3” swivel caster or height-
adjustable leg replacements also 
available.

Leg Stabilizers*
Adjustable stainless steel
clad ABS leg provides extra
stability when opening doors.

2: Field Reversible Doors*
Detachable for on the spot field reversal.

3: Pre-Installed Door Locks
Provides security options for any situation.

4: Recessed Door Handle
Heavy duty with high traction surface.
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Self-Maintaining Condensate Pan
Energy efficient and requires no external 
drains or electric heaters.

ECM Evaporator Fan Motor*
Electronically Commutated. Achieves rapid 
cooling with less energy.

ECM Condenser Fan Motor*
Reversible and Electronically Commutated. 
Cools down compressor and supports
condenser coil cleaning.

Blizzard R290 Condensing Unit* 
Top mounted, self-contained, fully detach-
able and uses environmentally friendly, 
EPA-compliant R290 refrigerant with zero 
(0) Ozone Depletion Potential (ODP) and 
three (3) Global Warming Potential (GWP). 
Blizzard R290 is easily replaceable and 
requires no on-site brazing.

Audible Overheat Protection Alarm* 
Keeps compressor and condenser coil from 
overheating.

7: Shatter-Proof LED Lighting*
Silicone coated and energy efficient. 
Provides bright, high color illumination 
with low heat output.

8: Air Circulation Guard
Guarantees unrestricted airflow in 
cabinet interior.

9: Vaccum Relief Valve
Automatically equalizes cabinet 
pressure for smooth access to 
cabinet interior when re-opening 
doors.

10: Ridge-Lined Door Gaskets
Keeps air tight seal and promotes 
smooth cabinet re-entry. Snap-in for 
easy cleaning and replacement.

11: Stainless Steel Interior & Exterior
High quality with rounded corners for a 
hazard-free workspace.

12: Air Tight Seal
Self-closing door with adjustable torsion 
system ensures a positive seal.

13: Thick Insulation
2.5” thick high density polyurethane 
insulation ensures temperature 
stability and conserves energy.

6: Full Length Air Duct*
Ensures optimal distribution of cold air.

Air
Flow
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The series provides versatility in storage, display and temperature combinations in a traditional, bottom 
mounted design. It also features a deeper cabinet depth to meet the operator’s specific space and storage 
needs. Patented vacuum relief valves in addition to conventional pressure relief mechanisms ensure rapid 
re-entry while keeping an airtight seal.

Self-Maintaining Condensate Pan
Energy efficient and requires no external 
drains or electric heaters.

ECM Evaporator Fan Motor*
Electronically Commutated. Achieves rapid 
cooling with less energy.

ECM Condenser Fan Motor*
Reversible and Electronically Commutated. 
Cools down compressor and supports
condenser coil cleaning.

Blizzard R290 Condensing Unit* 
Bottom mounted, self-contained, fully
detachable and uses environmentally 
friendly, EPA-compliant R290 refrigerant 
with zero (0) Ozone Depletion Potential 
(ODP) and three (3) Global Warming 
Potential (GWP). Blizzard R290 is easily
replaceable and requires no on-site brazing.

Audible Overheat Protection Alarm* 
Keeps compressor and condenser coil from 
overheating.

8: Energy Efficient LED 
Provides bright, high color illumination 
at lower heat output.

9: Air Circulation Guards
Guarantees unrestricted airflow in 
cabinet interior.

10: Vaccum Relief Valve
Automatically equalizes cabinet 
pressure for smooth access to 
cabinet interior when re-opening 
doors.

11: Ridge-Lined Door Gaskets
Keeps air tight seal and promotes 
smooth cabinet re-entry. Snap-in for 
easy cleaning and replacement.

12: Stainless Steel Interior & Exterior
High quality with rounded corners for a 
hazard-free workspace.

13: Air Tight Seal
Self-closing door with adjustable torsion 
system ensures a positive seal.

7: Full Length Air Duct*
Ensures optimal distribution of cold air.

1: Digital Control
Multi-function with easy to read LED 
display.

2: Field Reversible Doors*
Detachable for on the spot field reversal.

4: Pre-Installed Door Locks
Provides security options for any situation.

5: Chrome Plated Door Handle
High strength die-cast metal.

6: Heavy Duty Swivel Casters
Standard 5” with locks on front set. 
Optional 3” swivel caster or height-
adjustable leg replacements also 
available.

Leg Stabilizers*
Adjustable stainless steel
clad ABS leg provides extra
stability when opening doors.

14: Thick Insulation
2.5” thick high density polyurethane 
insulation ensures temperature stability and 
conserves energy.

Air
Flow
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Exterior Interior

3: Double Pane Glass
Low emissivity and UV reflective to help 
regulate cabinet temperature.
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Upright Reach-Ins
Bottom Mounted Condensing Unit - EB Series 
Reference Model: EBGR2

* Applies to select models. 2



Field Reversible Doors
Smaller kitchens depend on creative, space-saving techniques and well planned installations. Sometimes, the solution 
is as simple as a door swing orientation. Most Everest products come with doors that can be reversed in the field with 
just a few simple steps.

Single

Standard Customized

Double

Triple

# of Doors

5" Caster

5"

6" Leg

6"

3" Caster

3"

Caster & Leg Height Variation
Some spaces have very specific height requirements for refrigerators and freezers. Sometimes an inch or two is all
that’s needed to fit an equipment under a counter, or in a low ceilinged room. Everest products come with front-locking
5” swivel casters. To meet height specifications, Everest also offers 3” locking casters we well as interchangeable 
legs that adjust from 3.5” to 6” tall. These options are available at no additional charge for models that come standard
with casters.

Single

Standard Customized

Double

Triple

# of Doors

5" Caster

5"

6" Leg

6"

3" Caster

3"

Vaccum Relief Mechanisms
Difficulties in opening refrigerator and freezer doors often occur when the cooler cabinet interior is exposed 
to warmer ambient room temperature during entry. Warm air contracts as it mixes with cold air creating 
a powerful vacuum effect. Everest units are equipped with patented vacuum relief mechanisms to alleviate 
pressure and to promote smooth door entry.

A. Vacuum Relief Valve

PATE
NTED

PATE
NTED

Standard Features & Benefits

A

Upright Reach-Ins (Top Mount)

Upright Reach-Ins (Bottom Mount)

B

A

Upright Reach-Ins (Bottom Mount)

B

A

B

Upright Reach-Ins (Bottom Mount)

A

Upright Reach-Ins (Top Mount) Upright Reach-Ins (Bottom Mount)

B

A

B

Upright Reach-Ins (Top Mount)

This Everest patented mechanism helps control the
passage of warm air into the cabinet interior by slightly
shifting up and down whenever a door is opened or 
closed. This action rapidly equalizes pressure as it’s 
needed while keeping cold air from escaping.

B. Ridge-Lined Door Gasket
Distinct from flat door gaskets, ridge-lined door
gaskets have more flexibility while still keeping 
an airtight seal. The ribbed effect creates space
between two planes which greatly surface 
suction between the door and the door frame. 

* Applies to select models. 3



1: Digital Control
Multi-function with easy to read LED 
display.

6: Epoxy Coated Shelves
Durable, steel wire shelves with built-
in airflow guards.

7: Adjustable Screw Legs
Optional 5” or 3” swivel caster or 
height-adjustable leg replacements 
also available.

3: Self-Closing Mechanism
Angled tracks allow sliding glass doors to 
close automatically

4: Sliding Door Gasket
Slide-in and magnetized for ease of cleaning 
and replacement.

5: Heavy Duty Door Bumper
Provides impact absorption to sliding glass 
doors.

Self-Maintaining Condensate Pan
Energy efficient and requires no external 
drains or electric heaters.

ECM Evaporator Fan Motor*
Electronically Commutated. Achieves rapid 
cooling with less energy.

ECM Condenser Fan Motor*
Reversible and Electronically Commutated. 
Cools down compressor and supports
condenser coil cleaning.

Blizzard R290 Condensing Unit* 
Bottom mounted, self-contained, fully
detachable and uses environmentally 
friendly, EPA-compliant R290 refrigerant 
with zero (0) Ozone Depletion Potential 
(ODP) and three (3) Global Warming 
Potential (GWP). Blizzard R290 is easily
replaceable and requires no on-site brazing.

Audible Overheat Protection Alarm* 
Keeps compressor and condenser coil from 
overheating.

9: Energy Efficient LED 
Provides bright, high color illumination 
at lower heat output. Equipped with on/
off switch

10: Detachable Drain Plug
Removes for ease of cleaning.

11: Rubber and Fiber Strip Gaskets
Provides additional temperature and
moisture protection for sliding doors.

12: Thick Insulation
2.5” thick high density polyurethane 
insulation ensures temperature 
stability and conserves energy.

8: Full Length Air Duct*
Ensures optimal distribution of cold air. Air

Flow
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2: Double Pane Glass
Low emissivity and UV reflective to help 
regulate cabinet temperature.

2

Glass Door Merchandisers
EM Series
Reference Model: EMGR69B

Maximizing product visibility and accessibility, the Glass Merchandiser series feature clear, low emissivity, 
self-closing glass doors that reflect UV rays and provide excellent insulation and energy efficiency. Vivid LED 
lighting enhances the appeal of displayed items for increased high impulse sales.

10 11

Exterior Interior
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* Applies to select models. 4
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1: Digital Control
Multi-function with easy to read LED 
display.

7: Epoxy Coated Shelves
Durable, steel wire shelves with built-in 
airflow guards.

8: Adjustable Screw Legs
Optional 5” or 3” swivel caster or 
height-adjustable leg replacements 
also available.

Self-Maintaining Condensate Pan
Energy efficient and requires no external 
drains or electric heaters.

ECM Evaporator Fan Motor
Electronically Commutated. Achieves rapid 
cooling with less energy.

ECM Condenser Fan Motor
Reversible and Electronically Commutated. 
Cools down compressor and supports
condenser coil cleaning.

Blizzard R290 Condensing Unit 
Bottom mounted, self-contained, fully
detachable and uses environmentally 
friendly, EPA-compliant R290 refrigerant 
with zero (0) Ozone Depletion Potential 
(ODP) and three (3) Global Warming 
Potential (GWP). Blizzard R290 is easily
replaceable and requires no on-site brazing.

Audible Overheat Protection Alarm 
Keeps compressor and condenser coil from 
overheating.

10: Energy Efficient LED 
Provides bright, high color illumination 
at lower heat output. Equipped with on/
off switch

11: Detachable Drain Plug
Removes for ease of cleaning.

12: Ridge-Lined Door Gaskets 
Keeps air tight seal and promotes smooth 
cabinet re-entry. Snap-in for easy cleaning 
and replacement.

14: Thick Insulation
2.5” thick high density polyurethane 
insulation ensures temperature 
stability and conserves energy.

9: Full Length Air Duct
Ensures optimal distribution of cold air. Air

Flow
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Chromatography Refrigerators
EM Series
Reference Model: EMGR24C

Everest’s Chromatography Refrigerators are built for general-purpose application in laboratory settings. 
These products feature an adjustable temperature range of 21°F to 48°F. Standard features include side 
wall access ports with water-proof, heavy duty, lockable receptacle covers, low emissivity glass doors, an 
internal duplex GFCI outlet with a water-proof, heavy duty, expandable receptacle cover and electrical cords, 
pre-wired and ready to plug.

12

Exterior Interior
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3: Self-Closing Mechanism 
Adjustable torsion system for swing doors.
Angled tracks for sliding doors.

4: Die Cast Door Handle
High strength, die cast door handles.

5: Access Ports
Each side wall has ports for running lines 
or cords. Includes heavy duty covers with 
lockable tabs.

2: Double Pane Glass
Low emissivity and UV reflective to help 
regulate cabinet temperature.

6: Interior GFCI Electrical Outlet
Provides power to stirring devices and other 
equipment. Includes water proof cover.

3
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* Applies to select models. 5



Standard Features & Benefits
Chromatography Refrigerators are built for general-purpose application in laboratory settings. Standard features
include low emissivity, UV reflective double pane glass doors and a multi-function digital controller with a
temperature range of 33°F to 54°F. Chromatography features include two covered access ports and a covered
electrical outlet in the cabinet interior.

Covered Access Ports

Two access ports are located on each side 
wall of the unit for running lines or cords into 
the cabinet. The ports come with heavy duty 
swing covers with lockable tabs.

Covered Duplex GFCI Electrical

One electrical outlet inside the cabinet 
interior provides power for mixing devices 
and other equipment. The outlet comes with 
a heavy duty, water-proof and expandable 
swing cover.

NEMA 5-15P Plugs

Two 9 ft long electrical cords for the main 
power and interior outlet are pre-wired 
and ready to plug.

Duplex GFCI Electrical 
Outlet w/ Cover

Equipped w/ two 9 ft long 
NEMA 5-15P Plugs

(Main Power & Interior Outlet)

Two Access Ports 
w/ Covers on 

Left & Right Walls

Side View Front View

Air
Flow
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The Undercounter Back Mount series is designed to be flexible in function. Its height is matched to standard 
countertop dimensions so it can slide under the designated space with ease. Its heavy duty, single piece 
stainless steel worktop provides a practical work space or storage area.

1: Digital Control
Multi-function with easy to read LED 
display.

2: Recessed Door Handle
Heavy duty with high traction surface.

3: Pre-Installed Door Locks
Provides security options for any situation.

Self-Maintaining Condensate Pan
Energy efficient and requires no external 
drains or electric heaters.

ECM Evaporator Fan Motor
Electronically Commutated. Achieves rapid 
cooling with less energy.

ECM Condenser Fan Motor
Reversible and Electronically Commutated. 
Cools down compressor and supports
condenser coil cleaning.

Blizzard R290 Condensing Unit 
Back mounted, self-contained, fully
detachable and uses environmentally 
friendly, EPA-compliant R290 refrigerant 
with zero (0) Ozone Depletion Potential 
(ODP) and three (3) Global Warming 
Potential (GWP). Blizzard R290 is easily
replaceable and requires no on-site brazing.

Audible Overheat Protection Alarm 
Keeps compressor and condenser coil from 
overheating.

7: Rear Bumpers
Keeps a safe distance between the wall and 
the unit to prevent ventilation obstruction.

8: Vacuum Relief U-Trap
Keeps hot air from entering the 
cabinet interior and helps relieve 
cabinet pressure.

9: Ridge-Lined Door Gaskets
Keeps air tight seal and promotes 
smooth cabinet re-entry. Snap-in for 
easy cleaning and replacement.

13: Thick Insulation
2.5” thick high density polyurethane 
insulation ensures temperature 
stability and conserves energy.

10: Stainless Steel Interior & Exterior
High quality with rounded corners for a 
hazard-free workspace.

11: Air Tight Seal
Self-closing door with adjustable torsion 
system ensures a positive seal.

6: Full Length Air Duct
Ensures optimal distribution of cold air.

12

9

10 11

4: Heavy Duty Swivel Casters
Standard 5” with locks on front set. 
Optional 3” swivel caster or height-
adjustable leg replacements also 
available.

5: Front Breathing Vents
Draw and release air through the front 
grill for flexibility in installation.

8

12: Optional Backsplash
Protects from messy spills on the worktop.

Air
Flow
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Exterior Interior
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Undercounters
Back Mounted Condensing Unit - ETB Series
Reference Model: ETBR2

* Applies to select models. 7



Self-Maintaining Condensate Pan
Energy efficient and requires no external 
drains or electric heaters.

ECM Evaporator Fan Motor
Electronically Commutated. Achieves rapid 
cooling with less energy.

ECM Condenser Fan Motor
Reversible and Electronically Commutated. 
Cools down compressor and supports
condenser coil cleaning.

Blizzard R290 Condensing Unit* 
Side mounted, self-contained, fully
detachable and uses environmentally 
friendly, EPA-compliant R290 refrigerant 
with zero (0) Ozone Depletion Potential 
(ODP) and three (3) Global Warming 
Potential (GWP). Blizzard R290 is easily
replaceable and requires no on-site brazing.

Audible Overheat Protection Alarm 
Keeps compressor and condenser coil from 
overheating.

6: Rear Bumpers
Keeps a safe distance between the 
wall and the unit to prevent ventilation 
obstruction.

7: Optional Backsplash
Protects from messy spills on the worktop.

8: Vacuum Relief U-Trap
Keeps hot air from entering the 
cabinet interior and helps relieve 
cabinet pressure.

9: Ridge-Lined Door Gaskets
Keeps air tight seal and promotes 
smooth cabinet re-entry. Snap-in for 
easy cleaning and replacement.

13: Thick Insulation
2.5” thick high density polyurethane 
insulation ensures temperature 
stability and conserves energy.

10: Stainless Steel Interior & Exterior
High quality with rounded corners for a 
hazard-free workspace.

11: Air Tight Seal
Self-closing door with adjustable torsion 
system ensures a positive seal.

5: Full Length Air Duct
Ensures optimal distribution of cold air.

1: Digital Control
Multi-function with easy to read LED 
display.

2: Recessed Door Handle*
Heavy duty with high traction surface.

3: Pre-Installed Door Locks*
Provides security options for any situation.

4: Heavy Duty Swivel Casters
Standard 5” with locks on front set. 
Optional 3” swivel caster or height-
adjustable leg replacements also 
available.
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Undercounters
Side Mounted Condensing Unit - ET & ETG Series  
Reference Model: ETR2

The Undercounter Side Mount series comes with the multi-functional advantages of the back mount 
line with added features to enhance user experience. It comes with a robust digital display and control 
system for precise temperature management.

Exterior Interior

6

13

12: Shatter-Proof LED Lighting*
Silicone coated and energy efficient. 
Provides bright, high color illumination 
with low heat output.

12

* Applies to select models. 8



1: Digital Control
Multi-function with easy to read LED 
display.

2: Heavy Duty Worktop**
16-gauge stainless steel reinforced by 
unique heat protection features will never 
warp under normal use.

3: Extra Worktop Insulation
High grade material withstands extreme 
temperature of up to 500°F and provides an 
added layer of protection to keep the cabinet cold.

4: Safety Grips
Provide secure maneuverability for the unit.

5: Safety Corner Guards
Keep mounted cooking equipment from 
sliding off the worktop.

6: Recessed Door Handle
Heavy duty with high traction surface

1
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Chef Bases
ECB Series 
Reference Model: ECB82-86D4

The Chefbase series is equipped with innovative features that protect from heat-induced distortion of 
the work top surface caused by prolonged exposure to mounted cooking equipment. Unique only to 
Everest, dual air chambers, exhaust vents and additional insulation material diffuse and redirect heat 
away from the work top preserving its structural integrity.

7: Air Chamber and Vents
Innovative feature that channels heat 
produced by cooking equipment away 
from the unit. It prevents heat-induced
warping of the worktop, helps keep the 
cabinet cold and reduces overall energy 
costs.

Exterior Interior

Self-Maintaining Condensate Pan
Energy efficient and requires no external 
drains or electric heaters.

ECM Evaporator Fan Motor
Electronically Commutated. Achieves rapid 
cooling with less energy.

ECM Condenser Fan Motor
Reversible and Electronically Commutated. 
Cools down compressor and supports
condenser coil cleaning.

Blizzard R290 Condensing Unit 
Side mounted, self-contained, fully
detachable and uses environmentally 
friendly, EPA-compliant R290 refrigerant 
with zero (0) Ozone Depletion Potential 
(ODP) and three (3) Global Warming 
Potential (GWP). Blizzard R290 is easily
replaceable and requires no on-site brazing.

Audible Overheat Protection Alarm
Keeps compressor and condenser coil from 
overheating.

11: Reinforced Caster Brackets
Made from 12-gauge sheet metal to fully 
support the added weight of mounted 
cooking equipment.

12: Heavy Duty Swivel Casters
Standard 5” with locks on front set. Optional 
3” swivel caster or height-adjustable leg
replacements also available.

13: Leg Stabilizers*
Adjustable stainless steel clad ABS leg pro-
vides extra stability when opening doors.

10: Full Length Air Duct
Ensures optimal distribution of cold air.

Air
Flow
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9: Heavy Duty Drawer Slides
14-gauge stainless steel brackets and 
low-friction rollers withstand intense 
drawer use.

8: Heat Resistant Gaskets
Will never melt from exposure to cooking 
equipment during normal application.

**A minimum clearance of 6” is required between the cooking equipment’s heating element and the chefbase worktop. *Applies to select models. 9



Heat produced by 
cooking equipment

Vented Heat

PATE
NTED

Heat Defense & Anti-Warp 
Features for Chef Bases 
This unique Everest patented system prevents the chefbase worktop from heat-induced warping caused 
by prolonged exposure and very close proximity to mounted cooking equipment. A combination of high 
strength 16-gauge stainless steel worktop, extra heat insulation material, dual air chambers and vents not 
only mitigate but also channel heat away from the chefbase. These heat defense and anti-warp features not 
only preserve the structural integrity of the chefbase, it also keeps the cabinet cold and effectively reduces 
overall energy costs. 

PATE
NTED

A. Covered High Heat Insulation

In addition to the standard 2.5” thick high density 
polyurethane insulation, chefbases are also equipped 
with high heat insulation material that can withstand 
extreme heat of up to 500°F. Layered between the 
worktop panel and unit body, it keeps the heat of 
mounted cooking equipment from reaching the cabinet 
interior.

C. Air Vents

Multiple vents located on each side of the dual air 
chambers allow hot air to escape freely.

PATE
NTED

B. Dual Air Chambers

Two, 4” wide and 1” deep full length air chambers 
located directly underneath the worktop allow heat to 
travel across horizontal channels and exit out of vents. 
By expelling majority of the heat, the system only 
needs to mitigate a significantly less amount.

A. 
C. B.

* Applies to select models. 10
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Food Prep. Tables
Back Mounted Condensing Unit - EPB & EOTP Series
Reference Model: EPBSR2

Enhance prep line productivity with the dependable Food Prep Table Back Mount series. High quality, 16 
gauge stainless steel worktops, lids and hoods, detachable cutting boards and adjustable polycarbon-
ate food pans are just some of the features designed to improve workflow. Back mounts come with an 
easy-dial analog thermostat for effortless temperature adjustment.

1: Digital Control
Multi-function with easy to read LED 
display.

6: Front Breathing Vents
Draw and release air through the front grill 
for flexibility in installation.

3: Removable Top Pans
NSF certified 6” deep polycarbonate pans are 
removable for storage options and cleaning.

2: Insulated Top Pan Lid
½” thick, polyurethane insulated lid keeps 
top pans cold and prevents moisture build 
up. Props open for accessibility.

4: Detachable Cutting Board 

Plastic cutting board and stainless steel
brackets fully detach for ease of cleaning.

5: Recessed Door Handle
Heavy duty with high traction surface

7: Heavy Duty Swivel Casters
Standard 5” with locks on front set. 
Optional 3” swivel caster or height-
adjustable leg replacements also 
available.

Exterior Interior

Self-Maintaining Condensate Pan
Energy efficient and requires no external 
drains or electric heaters.

ECM Evaporator Fan Motor
Electronically Commutated. Achieves rapid 
cooling with less energy.

ECM Condenser Fan Motor
Reversible and Electronically Commutated. 
Cools down compressor and supports
condenser coil cleaning.

Blizzard R290 Condensing Unit 
Back mounted, self-contained, fully
detachable and uses environmentally 
friendly, EPA-compliant R290 refrigerant 
with zero (0) Ozone Depletion Potential 
(ODP) and three (3) Global Warming 
Potential (GWP). Blizzard R290 is easily
replaceable and requires no on-site brazing.

Audible Overheat Protection Alarm 
Keeps compressor and condenser coil from 
overheating.

9: Rear Bumpers
Keeps a safe distance between the 
wall and the unit to prevent ventilation 
obstruction.

10: Vacuum Relief U-Trap
Keeps hot air from entering the cabinet 
interior and helps relieve cabinet pressure.

8: Full Length Air Duct
Ensures optimal distribution of cold air.

9 10

11: Ridge-Lined Door Gaskets
Keeps air tight seal and promotes 
smooth cabinet re-entry. Snap-in for 
easy cleaning and replacement.

12: Stainless Steel Interior & Exterior
High quality with rounded corners for a 
hazard-free workspace.

13: Air Tight Seal
Self-closing door with adjustable torsion 
system ensures a positive seal.

14: Adjustable Preparation Area
Stainless steel pan dividers are adjustable 
for top pan customization and are 
removable for ease of cleaning.

16

11 12 13

16: Optional Double Overshelf
Provides additional storage and serving 
options. NSF certified, made of stainless 
steel.

15: Thick Insulation
2.5” thick high density polyurethane 
insulation ensures temperature 
stability and conserves energy.

14

Air
Flow

8

* Applies to select models. 11
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Food Prep. Tables
Side Mounted Condensing Unit - EP & EPP Series 
Reference Model: EPPR2-D2

The Food Prep Table Side Mount series comes with the traditional features of the back mount line with 
additional amenities to further boost convenience. Digital controls provide advanced temperature options 
in a user friendly interface.

1: Digital Control
Multi-function with easy to read LED 
display.

6: Stainless Steal Drawers
Comes 14-gauge stainless steel brackets and low-
friction rollers that withstand intense drawers use.

3: Removable Top Pans
NSF certified 6” deep polycarbonate pans are 
removable for storage options and cleaning.

2: Detachable Top Pan Lid
½” thick, polyurethane insulated lid keeps top 
pans cold and prevents moisture build up. Also 
detaches for accessibility and ease of cleaning.

4: Detachable Cutting Board 

Plastic cutting board and stainless steel
brackets fully detach for ease of cleaning.

5: Recessed Door Handle
Heavy duty with high traction surface

7: Heavy Duty Swivel Casters
Standard 5” with locks on front set. 
Optional 3” swivel caster or height-
adjustable leg replacements also 
available.

Exterior Interior

Self-Maintaining Condensate Pan
Energy efficient and requires no external 
drains or electric heaters.

ECM Evaporator Fan Motor
Electronically Commutated. Achieves rapid 
cooling with less energy.

ECM Condenser Fan Motor
Reversible and Electronically Commutated. 
Cools down compressor and supports
condenser coil cleaning.

Blizzard R290 Condensing Unit 
Side mounted, self-contained, fully
detachable and uses environmentally 
friendly, EPA-compliant R290 refrigerant 
with zero (0) Ozone Depletion Potential 
(ODP) and three (3) Global Warming 
Potential (GWP). Blizzard R290 is easily
replaceable and requires no on-site brazing.

Audible Overheat Protection Alarm 
Keeps compressor and condenser coil from 
overheating.

9: Rear Bumpers
Keeps a safe distance between the 
wall and the unit to prevent ventilation 
obstruction.

10: Vacuum Relief U-Trap
Keeps hot air from entering the cabinet 
interior and helps relieve cabinet pressure.

16: Optional Double Overshelf*
Provides additional storage and serving 
options. NSF certified, made of stainless 
steel.

11: Ridge-Lined Door Gaskets
Keeps air tight seal and promotes 
smooth cabinet re-entry. Snap-in for 
easy cleaning and replacement.

15: Thick Insulation
2.5” thick high density polyurethane 
insulation ensures temperature 
stability and conserves energy.

12: Stainless Steel Interior & Exterior
High quality with rounded corners for a 
hazard-free workspace.

13: Air Tight Seal
Self-closing door with adjustable torsion 
system ensures a positive seal.

8: Full Length Air Duct
Ensures optimal distribution of cold air.

9

11 13

10

12

14: Adjustable Preparation Area
Stainless steel pan dividers are adjustable 
for top pan customization and are 
removable for ease of cleaning.
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Bar Equipment
EBB, EBD, EBC, EGC & ECF Series 
Reference Model: EBD3-BBG

The multi-functional and varied capabilities of Everest’s Bar Equipment series provides a solution for the 
beverage-service industry’s every need. From customizable draft arms to easy-access, canned drink 
display and storage, or a hybrid of both - the application is robust as it is reliable.

1: Digital Control
Multi-function with easy to read LED 
display.

6: Double Pane Glass
Low emissivity and UV reflective to help 
regulate cabinet temperature.

3: Door Lock or Ratchet Lock
Provides security options for any situation. Ratchet 
locks are standard for EBC and EGC models.

2: Draft Arms*
NSF certified, 3” diameter insulated stainless
steel draft arm with matching air distributor. 
Available in single or dual faucets.

4: Chrome Plated Door Handle
High strength die-cast metal

5: Recessed Door Handle
Heavy duty with high traction surface

Exterior Interior

3
4

5

6

2

1
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Self-Maintaining Condensate Pan
Energy efficient and requires no external 
drains or electric heaters.

ECM Evaporator Fan Motor*
Electronically Commutated. Achieves rapid 
cooling with less energy.

ECM Condenser Fan Motor*
Reversible and Electronically Commutated. 
Cools down compressor and supports
condenser coil cleaning.

Blizzard R290 Condensing Unit* 
Side mounted, self-contained, fully
detachable and uses environmentally 
friendly, EPA-compliant R290 refrigerant 
with zero (0) Ozone Depletion Potential 
(ODP) and three (3) Global Warming 
Potential (GWP). Blizzard R290 is easily
replaceable and requires no on-site brazing.

Audible Overheat Protection Alarm* 
Keeps compressor and condenser coil from 
overheating.

8: Energy Efficient LED 
Provides bright, high color illumination 
at lower heat output.

9: Detachable Drip Tray*
Removed easily for effortless cleaning.

10: External Drain Port*
¾” diameter drain fitting allows exterior 
connection of any standard drain hose. 
Unit does not include drain hose.

11: Stainless Steel Floor
Durable and easy to clean interior flooring.

12: Heavy Duty Door Threshold*
Protects door frame and cabinet floor when 
loading or unloading heavy contents.

7: Full Length Air Duct*
Ensures optimal distribution of cold air.

13: Thick Gauge Door Hinge
Provides a stable base to doors to
withstand intense use.

8 9

10 11

13

14: Cold Air Hose
Provides direct cooling to the draft tower, 
keeping beer or coffee fresh and chilled.

14 15

12

16: Stainless Steel & Vinyl Exterior
Heavy duty stainless steel countertop with 
textured laminate, black vinyl exterior.

17: Thick Insulation
2.5” thick high density polyurethane 
insulation ensures temperature 
stability and conserves energy.

15: Optional Swivel Casters Or Legs
5” or 3” swivel casters or height-
adjustable legs available.

Air
Flow

7

* Applies to select models. 13



Cold Air Hose for Keg Refrigerators 
& Coffee Dispensers 

Beer or coffee is enjoyed cold from the 
first drop to the last through two effective 
cooling processes. The first process 
is through cabinet cooling where an 
oversized evaporator coil and high velocity 
fan keep the beer or coffee kegs at a 
steady low temperature.

The second process is through 
focused draft tower cooling where 
a wide-diameter air hose routes 
refrigerated air from the evaporator 
housing directly into the tower 
receptacle. The towers are made of 
304 stainless steel, heavily insulated 
and tightly sealed for concentrated, 
long term cooling. 

* Applies to select models. 14

Duplex GFCI Electrical 
Outlet w/ Cover

Equipped w/ two 9 ft long 
NEMA 5-15P Plugs

(Main Power & Interior Outlet)

Two Access Ports 
w/ Covers on 

Left & Right Walls

Side View Front View

Air
Flow

Duplex GFCI Electrical 
Outlet w/ Cover

Equipped w/ two 9 ft long 
NEMA 5-15P Plugs

(Main Power & Interior Outlet)

Two Access Ports 
w/ Covers on 

Left & Right Walls

Side View Front View

Air
Flow

Hook

Insulation (Foam)

Tower Receptacle

Air Duct 

Evaporator
Housing 

Evaporator
Fan Motor

Refrigerated Air

Single Headed 
Draft Tower

Coffee Dispenser



1: Large Display 
Wide single piece, curved glass window 
is angled to reflect overhead lighting and 
provide the best presentation of food items.

3: Adjustable Food Trays 
Feature two mounting styles which offer 
medium to low temperature coverage. Made 
of durable, food grade plastic.

• Medium Temperature Application
   (Top Level)

• Low Temperature Application
   (Bottom Level)

2

3

1

Countertop Refrigerated Display Cases
Self-Contained Condensing Unit - ESC Series 
Reference Model: ESC59L

The expansive, curved glass of the Countertop Refrigerated Display Case series provides a clear, inviting 
view of any showcased merchandise. The angled window and sleek stainless steel interior is as elegant 
as it is practical for purposes of sanitation.

2: Large Vents 
Rear and side louver intake / exhaust 
promote efficient ventilation.

Exterior Interior

* Applies to select models.

6: Exterior Drain Line  

Detaches and attaches to rear of unit for 
easy cleaning of display interior.

7: Washable Interior  

Stainless steel floor interior has rounded 
edges and rounded corners and two drain 
holes for ease of cleaning.

8: Washable Air Filter  

Durable framed mesh traps dust and grease.
Removable and detergent safe for easy 
cleaning.

5: Top to Bottom Evaporator Tubes 
Provide balanced, all-around interior cooling.
Top evaporator is tri-looped, nickel plated 
copper tube. Bottom evaporator is tri-looped
copper tube underneath the stainless steel floor. 

4

6

5

7
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Blizzard R290 Condensing Unit* 
Uses environmentally friendly, EPA-com-
pliant R290 refrigerant with zero (0) 
Ozone Depletion Potential (ODP) and 
three (3) Global Warming Potential (GWP). 
Right or left mounted to suit installation 
preference.

ECM Condenser Fan Motor*
Reversible and Electronically Commutated. 
Cools down compressor and supports
condenser coil cleaning.

4: Removable Doors 
6 ¾” high sliding glass doors are removable 
for storage accessibility and ease of cleaning.

15
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Top to Bottom Evaporator 
Coil for Countertop 
Refrigerated Display Cases 
Countertop refrigerated display cases feature a unique evaporator coil system that spans 
the ceiling and floor of the product interior. The top evaporator is corrosion resistant nickel 
plated copper tubing located on the cabinet ceiling. The bottom evaporator is copper 
tubing with corrosion resistant coating located under the stainless steel floor. The top to 
bottom coil system provides balanced cooling and expansive temperature coverage to 
keep food items fresher for longer.

Evaporator Coil Diagram

Adjustable Food Trays 
Feature two mounting styles which offer medium to low 
temperature coverage. Made of durable, food grade plastic.

Medium Temperature Application (Top Level)

Low Temperature Application (Bottom Level)

Condensing Unit

Cooling Pipe 1 (Top Evaporator Coil)

Refrigerated Air

Cooling Pipe 2 ( Bottom Evaporator Coil )

 

 

Digital Control

Evaporator Coil

Condensing Unit                  

Interior View of Condensing Unit Chamber

Refrigerated Air

Evaporator Coil Sliding Direction

Condensing Unit Sliding Direction

Slide Out Grip
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